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49 CFR Ch. III (10–1–20 Edition) § 392.6 

issued. The Division Administrator or 
State Director may affirm or reverse 
the order. Any driver adversely af-
fected by such order of the Regional 
Director of Motor Carriers may peti-
tion the Administrator for review in 
accordance with 49 CFR 386.13. 

(49 U.S.C. 304, 1655; 49 CFR 1.48(b) and 301.60) 

[47 FR 47837, Oct. 28, 1982, as amended at 52 
FR 27201, July 20, 1987; 59 FR 7515, Feb. 15, 
1994; 61 FR 9567, Mar. 8, 1996; 66 FR 49874, Oct. 
1, 2001; 79 FR 59457, Oct. 2, 2014] 

§ 392.6 Schedules to conform with 
speed limits. 

No motor carrier shall schedule a run 
nor permit nor require the operation of 
any commercial motor vehicle between 
points in such period of time as would 
necessitate the commercial motor ve-
hicle being operated at speeds greater 
than those prescribed by the jurisdic-
tions in or through which the commer-
cial motor vehicle is being operated. 

[33 FR 19732, Dec. 25, 1968, as amended at 60 
FR 38746, July 28, 1995] 

§ 392.7 Equipment, inspection and use. 
(a) No commercial motor vehicle 

shall be driven unless the driver is sat-
isfied that the following parts and ac-
cessories are in good working order, 
nor shall any driver fail to use or make 
use of such parts and accessories when 
and as needed: 

Service brakes, including trailer brake con-
nections. 

Parking (hand) brake. 
Steering mechanism. 
Lighting devices and reflectors. 
Tires. 
Horn. 
Windshield wiper or wipers. 
Rear-vision mirror or mirrors. 
Coupling devices. 
Wheels and rims. 
Emergency equipment. 

(b) Drivers preparing to transport 
intermodal equipment must make an 
inspection of the following compo-
nents, and must be satisfied they are in 
good working order before the equip-
ment is operated over the road. Drivers 
who operate the equipment over the 
road shall be deemed to have confirmed 
the following components were in good 
working order when the driver accept-
ed the equipment: 

—Service brake components that are readily 
visible to a driver performing as thorough 
a visual inspection as possible without 
physically going under the vehicle, and 
trailer brake connections 

—Lighting devices, lamps, markers, and con-
spicuity marking material 

—Wheels, rims, lugs, tires 
—Air line connections, hoses, and couplers 
—King pin upper coupling device 
—Rails or support frames 
—Tie down bolsters 
—Locking pins, clevises, clamps, or hooks 
—Sliders or sliding frame lock 

[33 FR 19732, Dec. 25, 1968, as amended at 60 
FR 38746, July 28, 1995; 66 FR 49874, Oct. 1, 
2001; 73 FR 76823, Dec. 17, 2008; 74 FR 68708, 
Dec. 29, 2009; 79 FR 75449, Dec. 18, 2014] 

§ 392.8 Emergency equipment, inspec-
tion and use. 

No commercial motor vehicle shall 
be driven unless the driver thereof is 
satisfied that the emergency equip-
ment required by § 393.95 of this sub-
chapter is in place and ready for use; 
nor shall any driver fail to use or make 
use of such equipment when and as 
needed. 

[49 FR 38290, Sept. 28, 1984, as amended at 60 
FR 38746, July 28, 1995] 

§ 392.9 Inspection of cargo, cargo se-
curement devices and systems. 

(a) General. A driver may not operate 
a commercial motor vehicle and a 
motor carrier may not require or per-
mit a driver to operate a commercial 
motor vehicle unless— 

(1) The commercial motor vehicle’s 
cargo is properly distributed and ade-
quately secured as specified in §§ 393.100 
through 393.136 of this subchapter. 

(2) The commercial motor vehicle’s 
tailgate, tailboard, doors, tarpaulins, 
spare tire and other equipment used in 
its operation, and the means of fas-
tening the commercial motor vehicle’s 
cargo, are secured; and 

(3) The commercial motor vehicle’s 
cargo or any other object does not ob-
scure the driver’s view ahead or to the 
right or left sides (except for drivers of 
self-steer dollies), interfere with the 
free movement of his/her arms or legs, 
prevent his/her free and ready access to 
accessories required for emergencies, 
or prevent the free and ready exit of 
any person from the commercial motor 
vehicle’s cab or driver’s compartment. 
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